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Digital Thermal Plate making

	SR #
	Process Name
	Characteristics to be controlled
	Standard Specifications
	Responsibility
	Measuring 

Tool
	Recorded on
	Frequency
	Test Method

	1
	Digital
Thermal Plate Making
	Registration Marks
	Marks should be present on plate
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	2
	
	Printing area
	Should be free from dents/scratches/pinholes/spots
	Operator
	Visually
	
	
	

	3
	
	Non Printing area
	Should be free from dents/scratches/pinholes/spots
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	4
	
	Angle guide
	Should be according to sheet size
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	5

	
	Step size 
	Should be correct
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	6
	
	Graphic/text
	According to reference sample(color print/printed sample)
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	7
	
	Distance from bottom cutting die
	
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	8
	
	 Side marks
	Angle side/drive side
	Operator
	Visually
	QRCTP/BUFC/05
	Every Plate
	Visual

	9
	
	Distance of mark from cutting die
	
	Operator
	Visually

	QRCTP/BUFC/05
	Every Plate
	Visual

	10
	
	Color of marks
	
	Operator
	Manually
	QRCTP/BUFC/05
	Every Plate
	Visual

	11
	
	Gum Expiry Date
	Expire date should be mentioned
	Operator
	Manually
	QRCTP/BUFC/05
	Every Plate
	Visual

	12
	
	Developer Expiry date
	Expire date should be mentioned
	Operator
	Manually
	QRCTP/BUFC/05
	Every Plate
	Visual

	13
	
	Conductivity of processor
	80 to 90
	Operator
	
	QRCTP/BUFC/05
	Every Plate
	Visual

	14
	
	Dip Time Of processor
	35 to 45 sec
	Operator
	Stop Watch
	QRCTP/BUFC/05
	Every Plate
	Visual
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